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LOCAL RURAL STREET

TRAFFIC INDEX: 5.0
DESIGN SPEED: 25.0 MPH (40.3km per hour)

NOTES

1. COLLECTOR AND ARTERIAL STREETS IN RURAL AREAS SHALL BE
CONSTRUCTED TO THE SAME STANDARDS AS OTHER AREAS IN

THE CITY.

REQUIRED FOR DRAINAGE)

Il AGGREGATE BASE

\

2. USE OF THIS STANDARD IN RURAL AREAS MUST BE APPROVED
BY THE PLANNING COMMISSION, AND/OR THE CITY COUNCIL. TYPICALLY
ONLY THOSE AREAS WHICH ARE ZONED R1, B3, B4, OR B5 R—A WILL BE
ALLOWED TO USE THIS SECTION. WALKWAYS MAY BE REQUIRED.

3. A STORM DRAIN SHALL BE CONSTRUCTED WHEN LONGITUDINAL FLOW
EXCEEDS CAPACITY OF THE MAXIMUM DITCH WHICH CAN BE CONSTRUCTED

ENTIRELY WITHIN THE STREET RIGHT-OF—WAY.

4. 9 FOOT SHOULDER AREA MUST BE AGGREGATE BASE COMPACTED 95%
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